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  :خلاصه
چـون جيـوه،   يني همفلزات سنگ.  در صنايع بوده استچالش برانگيز موضوعاتها همواره از حذف فلزات سنگين در فاضلاب : و هدف  سابقه

هـدف از ايـن مقالـه ارائـه      .توانند پيامدهاي جبران ناپذيري داشته باشـند  در صورت ورود به محيط زيست پيرامون انسان مي    كادميوم و نيكل  
ها از اين لابسازي فاضبا پاكو  كندميهاي فلزات سنگين را جذب است كه با استفاده از دو ريز جلبك اسپيرولينا و كلرلا يونكارآمد روشي 

، امكان استفاده مجدد از فلزات سنگين در صنايع مربوط را امكـان پـذير            هاي موجود در طبيعت    استفاده از ميكروارگانيسم   باتركيبات مضر، نيز    
  .سازدمي

 .ند مورد بررسي قرار گرفتScopus ،Elsevierي هاتارنما: هامواد و روش

 ايجاد پيوندهايي با ديواره و برخي اجزاي سلولي دو ريزجلبك اسپيرولينا و كلـرلا از فاضـلاب             ، فلزات سنگين با   بررسي شده  در روش  :نتايج
در هـا   ايـن جلبـك    توليد   .تواند باعث افزايش راندمان فرآيند حذف اين فلزات گردد        سازي فاضلاب مي  رقيق. شوندحاوي اين فلزات جدا مي    

  .تواند توجيه اقصادي داشته باشديها م با ملاحظه برآورد هزينه نيز محوطه كارخانجات
محـيط زيـست،    ها بـه  ورود اين آلاينده  كند و    ايجاد مي  صورت بالقوه براي انسان   هبا توجه به خطراتي كه انتشار فلزات سنگين ب         :گيرينتيجه

منظور حذف  هاي طبيعي به   سيستم  استفاده از  ،در اين راستا  . هاي صنعتي از اين فلزات غير قابل چشم پوشي است         فاضلابتصفيه و فيلتراسيون    
دليل جذب سطحي و ايجاد     كارگيري دو ريزجلبك اسپيرولينا و كلرلا به      هب. اين فلزات از فاضلاب خروجي از كارخانه بسيار حائز اهميت است          

  .ي فيلتراسيون را افزايش دهديها كارآتواند مفيد واقع شده و با كاهش هزينهصورت بايوفيلترهايي سازمان يافته ميپيوند با اين فلزات به
  فاضلاب فلزات سنگين، بايوفيلتر، اسپيرولينا، كلرلا،: كليديواژگان
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Abstract: 
 
Background: Eliminating heavy metal compounds from industrial waste water has been a 
critical matter through years. Although such metals (e.g. Mercury, Cadmium and Nickel) 
have specific functions in particular industries, they will be dangerous and will be 
considered pollutants if they enter the environment and affect the ambient ecosystem. Many 
researches were conducted to eliminate these compounds. The aim of this study was to 
present an efficient and cost-effective method to absorb heavy metal ions using two 
microalgae (Chlorella vulgaris, Spirulina platenesis). This method is much more economical 
compared to mesoporous materials and other nano-adsorbents. 
Materials and Methods: The academic databases of Scopus and Elsevier were searched. 
Results: In this method, heavy metal compounds and ions make some bonds and physical 
adsorption to the microalgae's cell walls and some other cell ingredients get eliminated from 
the whole waste water. While the biomass in this process is important, the viability is not. 
Moreover, diluting the waste water can increase the elimination process yield. The two blue-
green algaes have many functions like food production, pharmaceuticals and medicine that 
must have been produced under sterile condition in closed bioreactors, but for this function 
we can produced the biomass in open pounds next to the factories. 
Conclusion: Considering the dangers and serious pollutions that heavy metals can make for 
human beings potentially, and their entrance to the environment, filtaration of industrial 
waste water that carry heavy metals are inevitable. Eliminating these metals from the waste 
water matrix is important. Using these two microalages can be effective for the purpose of 
physical adsorption and the formation of bonds with metal compounds which makes a cost-
effective and efficient filtration. 
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